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Sichuan United Industrial Co.,Ltd. (SCUIC) Professionally designs, manufactures and exports
plants processing equipments, especially Grain & Food Processing Machinery, Agriculture
Machinery ,Mining Machinery and Chemical raw materials.

The equipments list of 1000BPH/STPD sunflower seeds oil processing and 2000BPH/10TPD
sunflower seeds oil processing as follows:

1. 1000BPH/5TPD sunflower seeds oil processing
*STPD gradel refining equipment

*semi-automatic bottle blowing machine(1000BPH)
*full automatic filling & capping machine(1000BPH)
*labeling machine

*printer

II. 2000BPH/10TPD sunflower seeds oil processing
*10TPD gradel refining equipment

*semi-automatic bottle blowing machine(2000BPH)
*full automatic filling & capping machine(2000BPH)
*labeling machine

*printer

We can offer customes all the machines above and offer machines designing, plant building

drawing up, technical support, after service and installing, adjusting service after the contract
effected.

(M



I . 1000BPH/STPD sunflower seeds oil processing

*STPD gradel sunflower seeds refining equipment

EQUIPMENTS LIST
POWER
NO. NAME MODEL QTY. REMARK
(kw)
A | Degumming & De-acidification
Steam Header ¢
1 FQ1660 1Unit 0
Refining Vessel :
2 LYY140 3Units 9
Soapstock Vessel :
3 LYZ100 1Unit 0
S tock Tank By the B
4 oapstock Ta: vty . y the Buyer
Oil Pump :
5 2CY-5 3Units 6.6
Lye Storage Tank 5
6 GJO.8 1Unit 0
Subtotal
A 15.6
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Vacuum Dehydration & Bleaching

Vacuum Dry Discolored

1 Vessel LYG140 1Unit 3
Bleaching Earth Tank - By the Buyer

2 1Unit 0
Decolorized Oil Pump :

3 YTS25-4/40 1Unit 4
Vacuum Oil Pump :

4 SWJ-120 1Unit 5.5
Scrubber :

5 XYO0.8 1Unit 0
Liquids Collecting Tank -

6 SMO0.1 1Unit 0
Oil Filter :

7l XMJ15-180L/50 1Unit 0
Safety Filter :

8 JNDL20 2Units 0
Oil Pump :

9 2CY-5 1Unit 2.2
Oil Tank : By the Buyer

10 1Unit 0
Subtotal

B 14.7

C | Dewaxing & Degreasing
Crystallizing Tank .

1 LYJ120 2Units 4.4
Crystallizing Tank 2

2) LY120 1Unit 2
Freezing Machine 1

3 LSB18 1Unit 3]
Water Pump :

4 2Units 6
Collecting Tank :

5 YB100 1Unit 0
Oil Filter XMYJ16-200L/6 4

6 2Units 3

3

Oil Tank 3 By the Buyer

7 1Unit 0
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Oil Pump

8 2CY-5 1Unit %0,
Screw Pump :

9 G30-120/50 1Unit 3
Air Compressor :

10 V0.67-6/7 1Unit 4
Subtotal

© 28.5

D | Deodorizing
Odorizing Vessel - Stainless Steel

1 LYX140 1Unit 0
Vacuum Oil Pump 3

2 JWJ-3-158 1Unit 7.5
Scrubber :

5) XYO0.8 1Unit 0
Liquids Collecting Tank .

4 SMO.1 1Unit 0
Water-solvent Separating .

5 FQ20 1Unit 0
Water Pump )

6 1Unit 3
Oil Pump 2

7 2CY-5 2Units 4.4
Cooler . Stainless Steel

8 16 1 400-5 1Unit 0
Polishing Filter :

9 YPL-2S 1Unit 0
Oil Tank - By the Buyer

10 1Unit 0
Subtotal

D 149

E | Others
Electrical Control Board s

1 1Unit 0
Electric Box ;

2 2Units 0

3 Water Pump 1Unit 4

(4)




Water Circulating Tank ; By the Buyer
4 1Unit 0
Subtotal
E 4
st sk ok o ok ok ok ok sk sk sk sk sk sk sk ko ok
A+B+C+D+E TOTAL 777,
REMARK

1) Not including the materials of anti-corrosion(boiler) & thermal Insulation, operating platform,
materials for installing, mineral oil boiler system, these can be confirmed according to the
final design and supplied by the Buyer.

2) The cost of installation and designing of the project will be discussed .

3) Power requirements: 3/380V(£5%), SOHz(+1%).

*semi-automatic bottle blowing machine(1000BPH)
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EQUIPMENTS LIST:

*one semi-automatic blower
*one air compressor

*one air filter

SPECIFICATION:

A: Blower specifications:

1. Mold gathering strength (kN): 150

2. Mold traveling distance (mm): 400

3. Pulling rising traveling distance (mm): 350
4. Bottle spacing: 120-260

5. Mold hole number (cavity): 2

B: Bottle specifications:

1. Max. Bottle capacity (L): 6

2. Max. Tooth part size (mm): 40

3. Max. Bottle diameter (mm): 290

4. Max. Bottle body height (mm): 400

C: Theoretic production capacity (bph): 800-1000

D: Electric power specifications:
1. Total power consumption (kw): 6
2. Thermal rating (kw): 6. 8

E: Air pressure specifications:
1. Operating pressure (kg/cm2): 7.5

2. Low pressure gas consumption (L/min): 300

3. Bottle blowing pressure (kg/cm2): 25

4. High-pressured gas consumption (L/min): 350

F: Machine weight:
1. Machine size (m): 1. 82 x 0. 56 x 1. 92
2. Machine weight (MT): 0. 53

*one infrared ray Oven

*one dryer

* one mold for 1L PET



G: specifications of far infrared heater(oven):

1. Power required(v/kw): 380V 0.55kw

2. Length of light(mm): 670

3. Max. plastic preform heater diameter (mm): 120
4. Max. Tube perform heater diameter(mm): 210

5. Machine size (m): 1. 52 x 0. 55 x 1. 34

6. Machine weight (MT): 0. 26

*full automatic filling & capping machine(1000BPH)

EQUIPMENTS LIST:
*one automatic filling machine *one capper machine with arranging cap function
*power head( 0.55kw) * Conveyor belt(6M)

*one impurity inspection system

SPECIFICATION
Series ZBDG —ZF
item unit set
qty. of filling head pc 4
Bottle volume available ML 500-5000

()



capacity BPH 800-1000
filler precision mm <£0.5%FS
power Voltage 380 (220 can be made by customers order)
power kw 1.8
Air pressure power Mpa 04 ~ 1.0

*labeling machine

SPECIFICATION:

-measurement of bottle available:

Diameter of round bottle: $80mm—150mm
Diameter of square bottle: (L) 100mm—180mmx (W) 80mm— 180mmx> (H) 50mm—350mm

-labeling speed:
45 bottles/minute for square bottle
35 bottles/minute for round bottle

-power required: 220VAC+5%/50HZ 1.IKW

-machine measurement: (L) 2400mmx (W) 1150mmx (H) 1200mm

)
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